
75V, 250mA Ultra Low 
Leakage Switching Diode
in the SOT-523W package
Central Semiconductor’s CMUDW6001 is a 75V, 250mA ultra low 
leakage diode packaged in the SOT-523W surface mount case. The 
SOT-523W was designed with gull-wing leads as an alternative to 
the flat leads of the SOT-523 package. The CMUDW6001 has been 
optimized with the lowest possible reverse leakage current for use 
as an exceptionally energy efficient diode when operating in reverse 
blocking mode. This device is ideal for circuits requiring a steering 
diode, flyback diode, voltage multiplier, or reverse polarity protection.
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  • Energy efficiency
  • Space saving

Benefits:

Samples

Features:
  • Ultra low leakage current (250pA)
  • High peak forward surge current (4.0A)
  • SOT-523W package with gull-wing leads

Applications:
  • Steering diode
  • Flyback diode
  • Voltage multiplier
  • Reverse polarity protection
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PB CMUDW6001 (R0)

Mechanical Drawing - SOT-523W

Tape Dimensions and Orientation  
(Dimensions in mm)

Mounting Pad Geometry  
(Dimensions in mm)

Reel Packing Information

Sample devices available upon request. To order samples of this device visit: www.centralsemi.com/info/CMUDW6001

Lead Code:
1) Anode
2) No Connection
3) Cathode

Marking Code: 61W

Tape Width: 8mm * Devices are taped in 
accordance with 

Electronic Industries 
Association Standard 

EIA-481-1-A 

Direction of Unreeling

Reel
Size

Reels 
per Box

(Maximum)

Parts  
per Box

(Maximum)

Box 
Dimensions

Shipping 
Weight (Max.)

INCH CM LB KG

7”

9
18
40
108

27,000
54,000
120,000
324,000

9x9x5
9x9x9
21x9x9
27x9x17

23x23x13
23x23x23
53x23x23
69x23x43

3
6
13
34

2
3
6
16

Packaging Base / Ordering Information

Reel Size Quantity Central
Item No.

7” 3,000 CMUDW6001 TR
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